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Solar Panel Crimping Dies   |   Data Sheet

SPD-MC3 - This crimping die, when used in conjunction with a Solar Panel Crimper (such as our SPC-MC4), is able to 
crimp MC3 connectors onto 10, 12, and 14 AWG (2.5 mm^2, 4 mm^2, 6 mm^2) cable

SPD-MC4 - This crimping die, when used in conjunction with a Solar Panel Crimper (such as our SPC-MC4), is able to 
crimp MC4 connectors onto 10, 12, and 14 AWG (2.5 mm^2, 4 mm^2, 6 mm^2) cable

SPECIFICATIONS SPD-MC3 SPD-MC4

APPLICATION TYPE: MC3 Solar Panel Crimping MC4 Solar Panel Crimping

CONNECTOR TYPE: MC3 Connectors MC4 Connectors

DIMENSIONS: 1.28” x 1.40” x 0.391” (32.5 mm x 35.7 mm 
x 9.91 mm)

1.28” x 1.40” x 0.391” (32.5 mm x 35.7 mm 
x 9.91 mm)

WEIGHT 0.104 lb (47.2g) 0.104 lb (47.2g)

MATERIAL Carbon Steel w/ Black Oxide Carbon Steel w/ Black Oxide

UPC NO. 811490018198 811490018167
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